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This instruction aims at guiding users to use the device correctly 
which does not represent any statement of configuration of the 
product. Please refer to the relevant agreement (if you have), or con-
sult the dealer who sold the product to you.

Dear customer

Thank you for choosing SDG AC Charging Station (abbreviate to 
“Charging Station” below).

In order to enjoy a better using experience and maintenance, please 
read the manual and keep it carefully.

This device contains no user-serviceable parts; please do not refit 
anything because of the complexity of the high/ low tension loop 
and electronic component. Otherwise, Our company take no respon-
sibility for damage caused by personal modification. V
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The charging station has a novel shape, small size, and 
multiple functions
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Product 

Model B: 32A Charging Station 
(with socket)
Item No: BS-B10A

Model A: 32A Charging Station 
(with plug)
Item No: BS-B10C
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Exterior
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Ground protection

Charge status 
detection

Output overcurrent 
protection

Open circuit 
protection

Input overvoltage 
protection

Input under voltage 
protection

Over temperature 
protection

Warning and display 
functions

The protection measures include:



Model D: 16A Charging Station (with socket)
Item No: BS-B10A

Button 
schematic

Button mode

LED

Automatic 
restore

Automatic 
locking

Key
lock
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Model C: 16A Charging Station (with plug)
Item No: BS-B10C

ButtonOptional Description
Notation 
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The current can be 
adjusted, it’s not yet 
able toautomatically 

recharged as it needs 
to push the button for 

restarting when the 
power interruption at 

night

The current can not be 
adjusted as it may only work 

on the basis of the setting 
current, it may automatically 

recharged after power 
interruption as it no need 

manual operation

The current can not be 
adjusted as it may only work 

on the basis of the setting 
current, it may automatically 

recharged after power 
interruption as it no need 

manual operation



The product is already packed in the factory, and during transportation, 
strong impact and bumps should be avoided to avoid damage to the outer 
packaging of the product. The product should be placed at an ambient 
temperature of -40°C~+70°C and a relative humidity of no more than 95%. 
The ambient air should not contain acids, alkalis or other corrosive gases 
and explosive gases, and it should be protected from rain, snow, wind and 
sand.

Before installation, please check that the packing materials are 
complete. Do not install the charging station while burning the material.

Before installation, please check that the packing materials are 
complete. Do not install the charging station while burning the 
material.

Technical
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 Warning

Warning

295×195×70
5

IP 66
Auto/Button/Key/Card

3.6KW/7.2KW
50Hz/60Hz

16A/32A
220VAC

Product weight(kg)

Charging control pattern
Rated operating power

Rated operating frequency 
 

Rated supply voltage

Protection level

Rated operating current

Product size(mm)

Charging equipment assembly 
Wall mounting plate 

Fixed pegboard bolts and screws 
Contactless IC card(Optional) 

Instruction 
Charging station installation board 

Backplane locking screw 
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●Persons who install and use charging poles must observe the principles 
and regulations to ensure the personal safety and equipment safety of the 
personnel concerned.

●Before powering on the device, please confirm that the device is properly 
grounded to avoid unnecessary accidents.

●All tools used do not need exposed metal parts should be insulated to 
prevent exposed metal parts from touching the metal frame, causing a short 
circuit

●Do not modify, retrofit, or change any part by yourself under any circum-
stances.

●Ensure the service life and operation of the charging pile are stable, and 
the environment for use of the equipment should be kept as clean, constant 
temperature and humidity as possible. The charging pile must not be used in 
the presence of volatile gas or flammable atmosphere.

●Be sure to confirm that the input voltage, frequency, circuit breakers and 
other conditions of the device have already met the specifications before the 
device is powered on.

This symbol indicates precautions or instructions that may cause 
danger to the user's safety or cause serious damage to the hardware if 
improper operation is performed. 
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Warning

Symbol 
Description

This symbol indicates precautions or instructions that may cause 
danger to the user's safety or cause serious damage to the hardware if 
improper operation is performed. 
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◆Failure to follow instructions may result in danger.

◆Please use the charging stand only if it is in accordance with the 
normal operation of the technology and safe operation.

◆Children are prohibited from touching charging station.

◆Install a charging station away from pyrotechnics, dust and corrosive 
occasions.

◆The output of the charging station is high pressure, and you must pay 
attention to personal safety when using it.

◆If the charging station fails, there is a danger of electric shock and 
even death. Under emergency situations, you can cut off the power 
supply.

◆Do not disassemble the charging station during the use.

Note: Upright installation brackets are optional accessories

V
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of  using

Installation 
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The lowest point and highest point of the charging station is 0.4m to 1.5m 
from the ground for easy operation

4.1 Bracket Installation
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Note:

As shown in the Fig 4-1, four holes with a diameter of 5mm and a depth of 
more than 35mm were drilled on the wall with an electric drill. 
Put the plastic plug into the large hole. As shown in the Fig 4-2, place the 
mounting plate against the wall, align the holes with the holes, and tighten 
the four M5 screws.

As shown in the Fig 4-3, align the charging station body with the mounting 
plate snap, and then slowly slide down against the mounting plate. Make 
sure the charging station body and the mounting base are fixed together, 
and finally release your hands.

Fig 4-1 Mounting plate installation Fig 4-2 Mounting plate size

Fig 4-3 Install the backplane buckle
 position

Non-professional installation can create dangers;
Only trained electricians who hold employment certificates can install 
the charging station;

Failure to follow correct operating procedures can result in a risk of 
electric shock;

Non-compliance with this guide, operating instructions and safety 
precautions may result in electric shock and even serious injury.

The raised side of the mounting plate needs to be placed against the 
wall, as shown in the Fig 4-2.
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4.2 Wall mount installation

4.2.1       
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Hanging charging station to 
buckle on the mounting plate 
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After the backplane is properly seated, you can see the bottom of the 
charging station has two nut holes, which are locked with M3 backplane 
locking screws as shown in the Fig4-4.

As shown in the Fig 4-4, three input terminal eyelets are 
connected to the correct input terminal block.

Fig 4-4 Backplane buckles position

16A charging station uses the 2.5mm2 cable for input cable; 32A 
charging station uses the 6mm2 cable for input cable. When installing 
with the cable fixing terminal attached to the charging station, make 
sure to lock the cable fixing end to prevent water leakage.

In order to prevent electric shock, ensure that the input ground wire is 
tightly grounded; the power input harness of the charging station needs 
to be properly connected, and the phase sequence is based on the line 
marking of the charging station's input harness. Improper connection 
may cause the charging station to not work properly: cable and harness 
connection need to be firm and reliable, screws need to be fixed in 
place to avoid heat and combustion caused by poor contact.

4.3 AC wire to junction box
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      4.2  Lock the back plate
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Please select the corresponding start method according to 
the charging pile you purchased

◆Turn on the power switch, the display shows the standby state, then 
starting completed;

◆As shown in the Fig 3-1, plug in the charging plug, the charging station 
indicator shows green, when the charging lamp flashes like Fig 3-3, it means 
that the charging has started;

◆After charging is completed, pull out the cable and insert the cable into the 
socket or on the cable hook.

Fig 3-1 Charging cable connecting 
to electric car

◆Turn on the power switch, the display shows standby, start complete;

◆As shown in the Fig3-2, plug in the charging plug, the charging station 
indicator shows green, press the right button of the charging station, when 
the button lights up as shown in the Fig3-3, the charging lamp flashes and 
flashes, indicating that charging has started;

◆After charging is completed, please press the button, pull out the charging 
cable, insert the cable into the socket or store it on the cable hook.

Fig 3-2 Charging cable connecting 
to electric car

Fig 3-3 Press the button and the indicator lights up
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Start Charging

Button 
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Start Charging
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◆Turn on the power switch, the display shows the standby state, start the 
completion;

◆As shown in the Fig 3-4, plug in the charging plug, the charging station 
indicator light is green, and there is a keyhole on the right side of the 
charging station. Insert the unlocking key and twist it 45 degrees to the right 
as shown in the Fig 3-5. When the charging lamp flashes, It means that 
charging has been completed;

◆After charging is completed, please pull out the key and insert the cable 
into the socket or on the cable hook;

Fig 3-4 Charging cable connecting 
to electric car 

Fig 3-5 Insert the key

◆Turn on the power switch, the display shows the standby state, start the 
completion;

◆As shown in the Fig 3-6, plug in the charging plug, the charging station 
indicator shows green, use the charging card to start charging, when the 
charging lamp flashes, it means that charging has started;

◆Just like the action of Fig 3-7, please re-swipe the card again and the 
charging is completed, then put the cable back into the socket or on the cable 
hook.

Fig 3-7 Swiping card start charging

If you do not follow the normal process to end the charging, the card 
may be frozen, please contact the dealer about the situation.

Key

03

Start Charging

Swiping

04

Card Start Charging
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Fig 3-6 Charging cable connecting
 to electric car

Note



NO. CONTENT CONTENT DESCRIPTION 
1 AC32A Charging station model 
2 U: Real-time charging voltage 
3 I: Real-time charging current 
4 P: Real-time charging power 
5 KWH: Real-time charging quantity 
6 TIME: Real-time charging time 

7 STATE: 

IDLE Not inserted 
CONNECTED Inserted 
CHARGING Charging 
FINISHED Finished 

ERROR Malfunction 
8 FIG OF STATUS Current operation flow fig 
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Fault content LED 
CP Error The number of flashes is 1 

Low Voltage The number of flashes is 2 
Over Voltage The number of flashes is 3 
Ungrounded The number of flashes is 4 
Over Current The number of flashes is 5 
Short Current The number of flashes is 6 

Leakage Protection The number of flashes is 7 
Over Temperature The number of flashes is 8 
Over Temperature The number of flashes is 9 

CC Error The number of flashes is 10 
Emergency Stop The number of flashes is 11 

▲Regularly check whether the charging station has visible 
damage, and there may be a electric shock hazard when operat-
ing the damaged charging station;

▲Make sure that all safety facilities are available at all times 
and test regularly to ensure proper operation;

▲If a ground fault occurs, it must be assumed that the base's 
cable carries the voltage, and after confirming that no high-volt-
age power is available in the system, the charging station is 
inspected.

Failure to follow instructions may result in danger!

In order to ensure the normal service life of the charging station and reduce 
the use risk, maintenance must be performed within the specified time; the 
maintenance of the equipment needs to be completed by professionals, and 
the use of qualified and safe maintenance tools.
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AC charging stations are subject to stringent quality inspections. From the 
day of purchase, any quality problems caused by using the equipment 
correctly within a year can be reflected to the dealer for the after-sales 
service.

Warranty
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Statemant Any incorrectness to handle, install, misuse, repair or neglect caused by the 
user's own inaccuracy or any natural damage resulting in direct damage and 
failure to the product  cannot be covered by the warranty.

This quality guarantee does not include shipping costs of depot repair.

This quality guarantee is only for original buyers.
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0039 328 1637070 - 0039 0824 25942
info@ecarchargestation.com
Z. I. Olivola, 82100, Benevento, ITALY
www.ecarchargestation.com - www.ricaricarapida.com
China Office: 848 Dong Fang Road, Pudong Area, Shanghai, China

SDG Elettronica Applicata s.r.l.


